
Technologie Institut Medizin GmbH (TIM) 

Adult (dedicated for tidal volumes ≥ 250 mL)

Tracheostoma 

       Moisture loss  Pressure drop Moisture loss and pressure drop

Number of samples for moisture loss tests: 

Number of samples for pressure drop tests: 

Kind of sample:  

Type of sample: HME  HMEF  Filter

Extra test day: 

Unit price per test: 

Please choose the testcondition:  

Cost per extra test day (+24h):  

Unit price per test: 

Enquiry about tests according to standard

Name of test sample: 

Manufacturer:  

LOT:  

REF:     

What kind of measurement do you want to order?
Total costs for moisture loss tests: 

Total costs for pressure drop tests: 

Costs for extra test days: 

Total costs: 
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HME test requests: hme@tim-gmbh.de
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	Leere Seite
	Leere Seite

	Name of HME: 
	Manufacturer 1: 
	REF: 
	Number of Samples PD: [3]
	Number of Samples ML: [3]
	Time Extra: [0]
	Preis ML: 410
	Preis TIME: 210
	Preis PD1: 130
	Summe ML: 1230
	Summe PD: 390
	Summe gesammt: 1620
	Type of HME: HME
	Test Conditons Moisture loss Aduld: [Tidal volume 500mL - Rate 15/min]
	PD Text HME: Pressure drop test is performed initial and after with 30 L/min, 60 L/min and 90 L/min.
	Number PD: 0
	Number ML: 0
	Summe TIME ML no: 0
	Summe ML no: 0
	Summe PD no: 0
	LOT: 
	Summe ML no gesammt: 390
	Conditions: ML
	Summe PD no gesammt: 1230
	9360-1: Moisture loss test according to DIN EN ISO 9360-1:2009 (ISO 9360-1:2000)
	9360-2: Moisture loss test according to DIN EN ISO 9360-2:2009 (ISO 9360-2:2001)
	Filter: Moisture loss test based on DIN EN ISO 9360-1:2009 (ISO 9360-1:2000)
	Filter PD: Pressure drop test according to DIN EN ISO 23328-2:2009 (ISO 23328-2:2002)
	9360-1 PD: Pressure drop test according to DIN EN ISO 9360-1:2009 (ISO 9360-1:2000)
	9360-2 PD: Pressure drop test according to DIN EN ISO 9360-2:2009 (ISO 9360-2:2001)
	TIME price ML inaktiv: not applicable
	ML price per test: not applicable
	Test condition ML inaktiv: not applicable as long as moisture loss is not choosen.
	Preis PD inaktiv: not applicable
	PD inaktiv: Pressure drop test is not performed as long as it is not choosen above. 
	Summe TIME: 0
	Text PD only: Pressure drop test is performed only initial with 30 L/min, 60 L/min and 90 L/min.


